
EXCELLENT 
LINUX PAYMENT 
TERMINAL SOLUTION

C90

A portable mobile POS terminal with 
stylish design and strong expandability

MAIN FEATURES

Excellent 
Performance

Unique 
Design

Thin and 
Portable

Longer Lasting 
Battery

Faster 
Printing

Camera 
Scanner

Fingerprint 
Reader

Various 
Payments
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C90

OS Processor

Memory

Physical Keypad

Contactless CardSmart Card

Fingerprint ReaderCamera Scanner

256MB Ram+256MB Flash
MicroSD up to 32GB

Cortex A7, 1.2GHz, CPU

10* number Keys, 1*Power Key, 8*Function Keys

EMV L1/L2, conforming to ISO7816,1.8V/3V/5V, 
synchronous & asynchronous, T=0&T=1

EMV Contactless L1, conforming to ISO14443 
Type A/B, Mifare

STQC, ISO19794-2/4. ANSI378, ANSI381 and 
WSQ supported(Optional)

Inner Printer
High-speed thermal printer, up to 70mm/s; 
Paper roll diameter: 40mm, Paper width: 58mm

0.3 Megapixel Fixed Focus Rear 
Camera Read 1D&2D Codes(Optional)

Linux

Audio
Built-in buzzer

Adapter
Input:100-240V AC 50/60Hz, Output: 5.0V 2A

Display
2.8" TFT LCD (240*320), electronic signature optional

Magnetic Card
Triple track, bi-directional, conforming to 
ISO 7810/7811/7813

Communication
4G/3G/2G, WIFI 2.4G optional

Peripheral Ports

AccessoriesBattery

1*Type-C

Charger，User guide

Physical 
(175.43*80*56) mm, 330g (battery included)

Certifications
PCI PTS 6.x, EMV L1&L2, EMV Contactless L1 
Visa PayWave, PayPass, CE, RoHS

Li-ion Battery, 3.7V / 2600mAh

Environmental
"0℃~50℃ operating temperature
-20°C to 60°C storage temperature
10%~93% relative humidity, non-condensing"

ID
Color Customized

Card Slots
2 x microSIM + 1 x microSAM, 
1 x microSAM Can Change to PSAM


